RFID READER
RF-220

Rapid body-worn camera
allocation device

Connect an RFID reader RF-220 to a

DockController DC-200 or EdgeController
EC-220 to make body-worn camera
allocation quicker and easier, using your

organisation’s existing ID or access cards.

GENERAL INFORMATION

Product Code RF-220

Attached to a DC-200 or EC-220 via

Typical Usage USB connection.

VideoManager 9.1 onwards (for High & Low

frequency card support).
Management Software
BT/NFC may be supported in a future

VideoManager release.

Warranty 1 year return to manufacturer warranty.

The Snap-in Holder is used to fix the RF-220

Includes Snap-in Holder
to a flat surface.

SIZE AND WEIGHT

Dimensions 88mm x 56mm x 18mm

Weight 115g

TECHNICAL SPECIFICATIONS

Low Frequency: 134.2 kHz

Frequency
High Frequency: 13.56 MHz

Low Frequency and High Frequency:

Read/Write Distance 10¢m /4 inches

Including but not limited to:
1S01443A (e.g. MIFARE Classic)
1S014443B (e.g. HID iCLASS)

Supported compatible card. ¢ eeaq 10 " HiD iCLASS SE)

standards

This includes Avigilon Control Manager
door access cards.

SPECSHEET | RFID RF-220

m MOTOROLA SOLUTIONS



Front Side Back

Card
Sensor Area

LEDS “

e N
RN
VIS
~~
[ ]
N

56 mm 18 mm Rubber Feet
<—— USB Connector

Supported and distributed by:
Radiocoms Systems Ltd Unit 2 & 3 The Chase Centre, 8 Chase Road, Park Royal,

London NW10 6QD
www.radiocoms.co.uk sales@radiocoms.co.uk 033 3939 0022
Motorola Solutions Ltd. Nova South, 160 Victoria Street, London, SW1E 5LB, United Kingdom
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